UX
oitold door

the slimmest bifold door

the slimmest sightlines with 30mm
orofile widths

stainless steel hardware for smooth
sliding actions

large pane sizes of 3m tall and
1.2m wide per panel

integrated locking that maintains
slim profiles

impressive performance; water (7A]

and air (4)

structurally bonded system for added
strength and performance

flexible possibilities with corner
sliding + biparting doors

efficient manufacturing + lead times
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Technical Data Sheet

GLASS

Structurally bonded into slim aluminium profiles
Typical Glass Spec 6mm toughened outer /
16mm argon filled cavity / émm toughened inner
with low e coating

Maximum Class Weight 100kg per vent

Glass Options Solar Control Glass, Low lron
Class, Low Maintenance Glass. Triple glazing
possible on request.

Maximum Class Thickness 32mm

IRONMONGERY

Rails Stainless Steel
Wheels Stainless Steel
Hinges Extruded aluminium

Locking up o 3 point locking operated via euro~ FRAME

cylinder key lock Ulira slim, thermally broken aluminium profile with
Handles a range of options available, set at T.1m  sirycturally bonded glass

from FFL Vent Frame 30mm

CONFIGURATIONS Meeting Profile (overall) 74mm

. Base Frame (above FFL) 58mm
Inward/Quiward Opening Overall System Depth /7mm

Head Frame 100 / 126mm

Pass doors possible.
No restriction on number of bifolding panes.

Bi-parting, Opening corners (with the same or PERFORMANCE

different panel numbers meeting one another). Uw Value from 1.6 W/m2K*
MAXIMUM SIZES Air Permeability Class 4 in accordance with EN
12207

Width 1200mm per vent

Height 3000mm Water Tightness Class /A to QA in accordance

with EN 12208

*typical Uw value based on Ug values 1.0 to 1.3.
Individual project Uw values must be calculated per project.

SIEGLUXBI-v04/09/19 Sle 9 eI

architekfursystem



UX
oitold door

Typical Frame Sections

HORIZONTAL SECTION, MEETING STILE
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Typical Frame Sections

HORIZONTAL SECTION, SIDE PROFILE WITH FIXED + VENT FRAME
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